
TECHNICAL SPECIFICATIONS

GUARANTEE CERTIFICATE

This product has a 12-month warranty from the date of purchase. In the case of manufacturing faults, 
send the product with the invoice to the purchase place, so that, after failure analysis,

repairs are made or even a replacement of the same.

Remembering that the warranty has some limitations, the following:

•  The mobile coil burned due to the application of excessive or distorted power;
•  The speaker with a punctured, torn or wet cone;
•  The speaker having punctured, torn suspension;

•  The carcass with cutouts, holes or dents;
•  The warranty period is expired.

Use in environments or conditions that allow dirt to enter the magnetic assembly/coil.

Banda Audioparts reserves the right to modify / alter this product,
not being obligated to include such changes in products previously manufactured. 

In case of product failure due to manufacturing problem,
the maximum indemnity will be the replacement of the same,
not being the payment of any indemnity for outgoing profit.

For more information or questions: atendimento@bandaaudioparts.com.br

1 YEAR
GUARANTEE

CODE

CUSTOMER SERVICE

TEL: +55 19 3844-7173
ATENDIMENTO@BANDAAUDIOPARTS.COM.BR

WWW.BANDAAUDIOPARTS.COM.BR

Model A B C D E

MG 300 8'' 210 150 185 105 45

MG 400 8'' 210 170 185 90 45

MG 300 10'' 256 150 233 130 45

MG 400 10'' 262 170 236 130 45

Speaker Dimensions in millimeters (mm)

MDF 15mm

Power (RMS/Musical) 300W / 600W 400W / 800W 300W / 600W 400W / 800W

Parameters T&S MG300 8 MG400 8 MG300 10 MG400 10
Re 3,3 / 5,4 3,6 / 7,7 3,4 / 6,6 3,6 / 7,7

Impedance 4 / 8 4 / 8 4 / 8 4 / 8

Fs (Hz) 58 68 52 68

Qes 0,34 0,32 0,53 0,47

Qms 10,2 11,2 12 14

Qts 0,329 0,31 0,508 0,455

Sd (cm²) 220 220 380 380

Vas (liters) 25 16 57 35

BL (T/L) 8,6 13 8,4 10

Mms (g) 20 23,5 33,7 32,1

Efficiency 1,4 1,52 1,47 2,27

Sensibility (dBs/w/m) 93,6 94 93,8 95,7

Frequency Response 80-4500 Hz 75-5200 Hz 70-4000 Hz 72-5000 Hz

* A VARIATION OF + / - 15% IN SPECIFIED VALUES IS ALLOWABLE

MG 300 - 8'' 10 5 x 20 x 5cm 6 x 6 x 6cm 3'' x 6cm 150** 140

MG 400 - 8'' 8 6 x 20 x 8cm 6 x 6 x 8,5cm 3'' x 9cm 150** 140

MG 300 - 10'' 16 5 x 25 x 7cm 7 x 7 x 8,5cm 3'' x 6cm 120** 110

MG 400 - 10'' 14 5 x 25 x 9cm 7 x 7 x 10cm 3'' x 8cm 120** 110

* Indispensable use of high pass filter (HPF) minimum in 140hz @ 12dBs / 8º - Ideal use of 24dBs filter

** Indispensable use of high pass filter (HPF) minimum in 110hz @ 12dBs / 8º - Ideal use of 24dBs filter

Sugges�on of Bass Reflex Boxes (Ducted)
Dutos

VolumeModel
Rounded 2x (Diam x Prof.)Triangular 4x (A x B x Prof)Rectangular (A x B x Prof)

Box Tuning (Hz) Filter HPF (Hz)
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